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Rapid Design and Flow Simulations for Turbocharger Components

General Design Process
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Demonstration Case

Compressor Impeller Design Point:

Mass Flow = 0.285 kg/s

[T, = 2.25

Speed = 70.000 rpm

| e Main Dimensions

\  Meridional Contour
— - Blade Design

c Ftu rbo® -\Volute Iiesign .

Stage Design
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@ Conceptual Design CFturbo® — Example: Compressor Impeller

Main Dimensions Fluid Data, Design Point, Parameters to determine Main Dimensions
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@ Conceptual Design CFturbo® -

Meridional Contour

Meridional contour

Example: Compressor Impeller

Shape Hub & Shroud, Leading/Trailing Edge Position
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Rapid Design and Flow Simulations for Turbocharger Components
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@ Conceptual Design CFturbo® — Example: Compressor Impeller
Blade Properties Blade Form, Velocity Triangle, Leading/Trailing Edge Angle

u—

Blade properties % (. & X|
Q Blade setup @ Blade angles | Information |
I Welocity triandgles | “alues |
—Distribution from hub to shroud
E‘ Click here to to enlarge the disgram
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— (7 Canstart |
450 ]
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@ Conceptual Design CFturbo® — Example: Compressor Impeller

Mean Lines

Blade Angle Distribution, Wrap Angle, Blade Manipulation
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@ Conceptual Design CFturbo® — Example: Compressor Impeller

Blade Profiles Thickness distribution, leading/trailing edge shape definition
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@ Conceptual Design Cfturbo®

Stage Design Complete Design containing Impeller and Volute
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@ Pre-Processing
Direct Export to ICEM CFD Preparation of Model and Geometry
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@ Pre-Processing
Meshing ICEM CFD Meshing Parameters Dialog

Export ICEM-CFD x|

General ICEM-CFD 11 |
Topalogy————————— ilename [ tin, prism_params)
* Full rator (360%)
Chddaten'P ... rbo_Design_Prozess\gridiCompressorimpellerimp02_Screenimpl2_allYersions_EASC tin
" Single blade passage

Mesh |

Tetrahedra | Prism layers ‘

1 Coarse HEEE Miclclle |% Fine ‘ I Coarse |$HE Miciclle |¥ Fine ‘

Global elemert scale factor Mumber of layers - Growth lavw  Linear E
Global element seed size FE Height ratio l127 Edlit Height factor [~
Wi, sizelimt PS5 | 2]
Edge criterion Pj 5

Part | Max. size | Max. deviation | Layers Height | Height ratio | End height | Total height | Height factor
Hub |2 3|naees [ S =y 12 0.0451 1 0.25 04125
Shroud |2 j 01B7ES W [ i 0022321 12 0.04311 0.25 0125
Blade 1 iI 016763 I | i 0.022321 12 0.04911 025 0.25
Blade LE [0.5 j 01177 = ﬁ o223 12 004911 0.25 05
Blade TE (0.5 j 07T I [ i o223 12 0.04911 0.25 05
RSl Inflow |2 j - I | i 0.022321 12 0.04911 0.25 0125
RSl Cutflowe |1 ii - I | i 0.022321 12 0.04911 025 0.25

« Automated, script-based meshing
« Complete parameter setup in CFturbo®
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@ Pre-Processing
Meshing Tetra Mesh with Prism Layers / Hexa Mesh

Tetra/Prism Hexa
(automated) (manual)

Design and meshing for whole Script-based impeller
compressor/turbine stage meshing (ICEM Hexa and
takes less than 1 hour ; TurboGrid) in development
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® Simulation
Simulation Setup Goal, Model, Boundary Conditions
Simulation Setup Goals
* Fast performance prediction
« As many runs as necessary, as
Total Pressure, few as possible!
Temperature

« Comparing two or more designs

* Pressure Ratio

« Efficiency
* Range
Steady Simulation V\
Frozen Rotor
Turbulence Model: SST Static Pressure
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Rapid Design and Flow Simulations for Turbocharger Components ¢

® Simulation
Simulation Strategy Determine Boundary Conditions
CFturbo’s performance prediction Simulation Strategy
Pressu tio (t-5)
x[-]
O T
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e
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2 AN
4]
a @.
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a L
Possible
Unstable ©
Region
e fon Mass Flow
T =1.48
Piot Inlet = 101325 Pa
- Pstat Outlet = 150kPa
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@ Post-Processing

Results Pressure Distribution, Velocity

Simulated Cases

200325
189898

Three Impellers, One Volute o

1. Impeller without Tip Clearance et
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clearance

64768

54341

3. Impeller with 0.4 mm Tip
clearance

Tip Clearance
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@ Post-Processing

Tip Clearance Influence Tip Vortex in Impeller

0.2 mm Tip Clearance 0.4 mm Tip Clearance

i
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@ Post-Processing

Tip Clearance Influence
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Performance Tip Clearance Influence, Results vs. Prediction
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26.11.2013 © CFDnetwork® Engineering Seite 19



Rapid Design and Flow Simulations for Turbocharger Components

\§

Summary and Prospects

Rapid design process employing CFturbo® and ANSYS ® software
» Parametric/semi-automatic design for radial and mixed flow turbomachines
» Stable process for performance prediction “in one go”

» Complete process is possible as one batch run

A

CFturbo®

ANSYS

Continuing...

» CAE-Process Refinement by CFturbo® and CFDnetwork® Engineering
» Development of CFturbo® Software Package (New Release: Fall 2009)
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